
GK321
Multi-needle double chainstitch sewinG Machine 

Multi-nadel-, doppelKettenstich-nähMaschine
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4 4×401 4,500 •

2.0–5.0
DV×57 
75-100

6.4, 8.4, 9.5,  
10.5, 12.7 4× 8

8

L/M*

6 6×401 4,500 • 6.4 6× 12 L/M*

8 8×401 4,000 • 6.4 8× 16 L/M

12 12×401 4,000 • 4.8, 5, 6.4 12× 24 L/M
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technical data
• Stitch type 401
• Max. sewing speed 4,500 spm. (GK321-4 /-6)
• Max. stitch length 5 mm 
• Max. fabric clearance 8 mm 
• For inserting elastic waistband into sports trousers or boxer shorts
• Tension rolls for pre-tensioning the elastic waist band
• With drop feed and puller feed

Fully automatic lubrication system

Models
•  GK321-4 |    4 needle chainstitch machine
• GK321-6 |    6 needle chainstitch machine
• GK321-8 |   8 needle chainstitch machine 
• GK321-12 |  12 needle chainstitch machine

carton dimensions & gross weights for sewing head 
66.5×48.5×65 cm, 34 kg
* on requiry

Specifications can differ depending on model.

technische daten
• Stichtyp 401
• Max. Nähgeschwindigkeit 4.500 Stiche / Minute (GK321-4 /-6)
• Max. Stichlänge 5 mm 
• Max. Durchgang unter dem Nähfuß 8 mm 
• Zum Einnähen von Gummibünden in Sporthosen oder Boxershorts
• Spannrollen zum Vorspannen des Gummibundes
• Mit Unter- und Walzentransport (Puller)

Vollautomatisches druckumaluf-schmiersystem

ausführungen
•  GK321-4 |    4-Nadel Kettenstich-Maschine
• GK321-6 |    6-Nadel Kettenstich-Maschine
• GK321-8 |    8-Nadel Kettenstich-Maschine 
• GK321-12 |  12-Nadel Kettenstich-Maschine; 

Kartonmaße & brutto-Gewichte für nähkopf 
66,5×48,5×65 cm, 34 kg
* auf Anfrage

Angaben können je nach Ausführung abweichen.
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